
• A substantial weldable or screw fixed dropbolt designed for securing double   
  gates.

• The ingenious design ensures that the dropbolt cannot be lifted when both  
  gates are closed.

PRODUCT DETAILS

Product code:       Description:
 

05V5B 	 	 Autolocking	dropbolt	weld	fix
05ADBS 	 Autolocking	dropbolt	screw	fix
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Whilst every effort has been made to ensure the accuracy of the information supplied. F.H. Brundle cannot be held responsible for any errors or omissions. 
This product must only be employed for its original intended use. Any other use is wrong and potentially dangerous. Installation must be carried out in full 
compliance with current regulations. F.H. Brundle cannot be held liable for any damages resulting from wrongful, erroneous or negligent use.
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AUTOLOCKING DROPBOLT BRUNDLE

Material: Solid Steel

Dropbolt diameter: 19mm
Dropbolt movement: 100mm

INSTALLATION SCREW FIXED

1. 

2. 

3. 

4. 

5. 

Fix the lift plate to the dropbolt with screws provided - left hand or right hand as 
required.

Fix the locating tube to the gate with the fixings supplied. Ensure that the 
horizontal slots are towards the edge of the gate.

Slide the dropbolt into the tube and fix the lifting plates so that when the 
dropbolt is rotated, the lifting plate will fold flat against the edge of the gate.

Determine the required vertical position of the dropbolt and drive the steel pin 
into one of the three holes provided.

 MAINTENANCE Lubricate sliding parts periodically.

INSTALLATION WELD ON

1. 

2. 

3. 

4. 

5. 

Fix the lift plate to the dropbolt with screws provided - left hand or right hand as  
required.

Remove the galvanising from the weld area and weld the locating tube to the  
first gate to be closed at 15mm from the centre of the tube to the edge of the 
gate. Ensure that the horizontal slots are towards the edge of the gate.

Slide the dropbolt into the tube and fix the lifting plates so that when the 
dropbolt is rotated, the lifting plate will fold flat against the edge of the gate.

Determine the required vertical position of the dropbolt and drive the steel pin 
into one of the three holes provided.

MAINTENANCE Lubricate sliding parts periodically.


