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FHB Stock - Standard D Section Triple Pointed Pales, 
3mm Thick. Pales Available in A Range of Heights.

FHB Stock - Standard W Section Triple Pointed Pales, 
2mm Thick. Pales Available in A Range of Heights.

All Steel Palisade Pales Are Generally Supplied Hot Dip Galvanised 
to BS EN ISO 1461:2009 To Provide Long Term Weather Resistance 

Palisade Triple Pointed Pale Hole Postions

Fence Height Top (A) Centres (B) Bottom (C) Pale Height (H)

1000mm 225mm 575mm 150mm 950mm

1200mm 225mm 775mm 150mm 1150mm

1500mm 225mm 1075mm 150mm 1450mm

1800mm 225mm 1375mm 150mm 1750mm

2000mm 275mm 1475mm 200mm 1950mm

2100mm 275mm 1575mm 200mm 2050mm

2400mm 300mm 1840mm 210mm 2350mm

2750mm 475mm 1845mm 380mm 2700mm

3000mm 475mm 2095mm 380mm 2950mm

3600mm 650mm 2350mm 550mm 3550mm
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REVISION

DESCRIPTION:

UNLESS OTHERWISE SPECIFIED 
ALL DIMENSIONS ARE IN MILLIMETERS

FHB - Standard Hole Positions & Heights For Galvanised Triple Pointed Pales
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