
A Stylish auto-darkening welding helmet, suitable for all welding and cutting 
applications down to 10 Amps. Externally-adjustable from 9-13. Fully 
automatic on/off. Comfortable and lightweight with minimalistic design.

Features include:
 • Popular 110 x 90 x 9mm Cartridge
 • Clear 98 x 44mm Viewing Area
 • Fully Automatic Power on/off
 • Auto – Darkens In < 1/16,000s
 • Lightweight and comfortable, at just 0.4Kg total product weight
 • 10A minimum current sensitivity for many MIG, Stick & TIG tasks
 • External shade adjustment 9 - 13
 • 2x Light detection sensors
 • Constant UV/IR protection to DIN16
 • Powered by solar cell.
 • Adjustable sensitivity and delay
 • Supplied with user manual, clear replacement front lens, adjustable headgear and comfort sweatband

Can be used in Stick, TIG, MIG/MAG, Plasma welding/cutting, Grinding and 
Oxy/Fuel welding/cutting.
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Whilst every effort has been made to ensure the accuracy of the information supplied. F.H. Brundle cannot be held responsible for any errors or omissions. 
This product must only be employed for its original intended use. Any other use is wrong and potentially dangerous. Installation must be carried out in full 
compliance with current regulations. F.H. Brundle cannot be held liable for any damages resulting from wrongful, erroneous or negligent use.
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WELDING HELMET BRUNDLE

PHANTOM ACTIVE ECO AUTO-DARKENING HELMET
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Code Standard

60FXADF500S CE, EN175, EN379, ANSI Z87.1


