
FROG-A24E
Gate leaves of up to 1.8 m

Below-ground solution suitable for 
fitting to gates in single homes and 
apartment buildings.

• The invisible solution to power your gate.
• High degree of protection against weathering (IP67).
• System automatically resets after the gate is manually released.
• Can open up to 180° (with the FL-180 accessory).
• FROG-AE and FROG-A24E with encoder technology, tested in 

compliance with current regulatory standards.
• The 24 V DC versions can operate in emergency mode during 

power outages.
• Special steel foundation box with rustproof coating.

Adjustable built-in leaf stops.
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Operational limits
MODEL FROG-A24E

Max. width of leaf (m) *3,5 *2,5 2 -

Max. weight of leaf (kg) 400 600 800 -
NOTES: * We suggest fitting an electric lock onto the gate leaf.

Technical characteristics
MODELS FROG-A24E

Protection rating (IP) 67

Power supply (V - 50/60 Hz) -

Power supply to motor (V) 24 DC

Absorption (A) 15 Max.

Power (W) 180

Maneuvering time at 90° (s) ADJUSTABLE

Duty/cycle (%) HEAVY-DUTY SERVICE

Torque (Nm) 320

Operating temperature (°C) -20 ÷ +55

Motor’s heat protection (°C) -

  24 V DC


