Application

Series

Kit Codes)

Max gate leaf width:

21FROGAES24
. 21FROGAEP24 3.5m (11.5ft)
rog 21FROGAES
21FROGAEP
Fhoans 3.5m (11.5f)
Und » 21FROGP
ndergroun S IMTTOR2% r
(Swing) Myto 21MYTOP24 1.8m (6ft) Frog-Plus
21FROGJS
21FROGPSS5
Frog Plus 21FROGPP5 5.5m (18ft)
21FROGPS7
21FROGPP7 7m (23ft)
) 21AMICOS24
Amico 21AMICOP24 1.8m (6ft)
21AMICOS230
21AMICOP230 1.8m (6#)
21AX0S324 / 21AXOP324 Axo
21AX0S3 / 21AX0P3 | oM (10ft)
) g 21AX0S4 .
Worm Drive 21AX0F4 LE,
1 524
21AXOS7
21AXOPT7 7m (23ft)
K 21KRONOP3 3m (10ft)
fona 21KRONOS5S
21KRONOSSD 5m (16f1)
21KRONOPS
21STYLOAS24
Stylo
215TYOAP24 Stylo
21STYLOSS24 1.8m (6ft)
21STYLOSP24
Articulated : 21FERNIES24 :
Ferni 21FERNIEP24 4m (13ft) W
Arm 21FERNIES
i 4m (13#t)
(Swing) 21FERNIEP ’
21FASTS24
Fast 21FASTP24 2.3m (7.5it) | Fast
21FASTS
21FASTP 2.3m (7.5ft)
Max gate weight:
21BX243KIT 300Kg Mod.4
21BXT4KIT 400Kg Mod.4 ~
BX 21BX246KIT 600Kg Mod.4
21BXPKIT 600Kg Mod.4 2 a
21BXTEKIT 800Kg Mod.4 - BX-243
21BX10KIT 800Kg Mod.4
Slldlng 21BKB00KIT
21BK1200KIT
21BKE1200KIT 1200Kg Mod.4
BK 21BK1200PKIT 1200Kg Mod.4
21BK1800KIT
21BKE1800KIT 1800Kg Mod.4
21BK2200KIT
21BKE2200KIT 2200Kg Mod.4 or Mod.6 BY3500T
BY3500T 21BY3500TKIT 3500Kg Mod 6

230 - 400V AC
3-Phase Maotor

230V AC Motor

230V AC
Intensive Use

+ 24V DC Motor

24v DC motors are specifically
designed for intensive use.
With the use of a battery backup

card, they can also continue to
function during a power cut.

230 - 400v AC 3-phase
motors are specifically
designed for heavy industrial
use.

CAME YEAR

CAME’s 3 year parts warranty
is the most comprehensive
on offer from any brand in the
automation industry.
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CAME sliding gate operators use
either a Mod.4 or a Mod.6 rack.

This is-a unit of measurement for
how big the teeth are-on the motor
wheel. If your motor is ‘Mod.4", you
need a ‘Mod.4’ rack to attach to
your gate. (See page 21 for the
range of racks available).



